





BOOK OF INSTRUCTIONS

WISCONSIN Air-Cosled

SINGLE CYLINDER ENGINES

MODEL TRA-10D

318" Baore - 2.7/B" Stroke

22.05 cu. in. Displocement

MODEL TR-10D

318" Bare — 2:5/8" Stroke

20.2 cu. in. Displocement

WISCONSIN MOTOR CORPORATION
Milwaukee , Wisconsin 53246, U. S. A.




INTRODUCTION

(his manual has been compiled to suit the service requirements of the basic
engines and accessories most commonly supplied with engines.

Wisconsin Motor Corporation adapts its engines to suit individusl customer re-
quirements whenever practical. However, it would become too involved to include
all variations in one manual; therefore, should any problems arise concerming
engine servicing, we advise that a Wisconsin distributor or authorized service

station be contacted, as they are capable of identifving all parts by the specifi-

cation number stamped on the name plate of engine.

A listing of approved Wisconsin service stations sppears in the back of this
manual.

WISCONSIN heavy duty air cooled engines are of the most advanced design and
are built in a modem factory, equipped with the latest machinery available. Onaly
the best materials, most suitable for the particular pan, are used. During produc-
tion, every part is subjected to the most rigid inspection, as are also the com-
pletely assembled engines. After assembly, every engine 15 operated on its own
power for several hours. All adjustments are carefully made so that each engine

will be in perfect operating condition when it leaves the {acton

Back of the Wisconsin Motor Corporation are more than fifty years of engineering
experience in the design of gasoline engines for every conceivable type of ser-
vice. The performance of these engines is proof of the losg satisfactory service
you too can expect from your engine.

Like all fine machinery, the engine must be given regular care end be operated in
accordance with the instructions.

SAFETY PRECAUTIONS

Precaution is the best insurance against an accident.

Never fill fuel tank while engine is in operation or hot, to avoid the possibility
of spilled fuel cansing a fire,

Never operate engine in a closed building unless the exhaust is piped outside,
This exhaust contains carbon monoxide, a poisonous, odotless and inwisible gas,
which if breathed causes serious illness and possible death.

Never make adjustments on machinery while it is connected to the engine, with-
out first removing the ignition cable from the spark plug. Tuming over the ma-
chinery by hand during adjusting or cleaning might start the engine and machin-
ery with it, causing serious injury to the operator.

Keep this book hondy ot ofl times, fomiliorize
yourself with the operafing instructions,
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EXHAUST MUFFLER

OIL FILLER PLUG
AND DIP STICK

GOVERNMOR LEVER
Hole Mo, 1
2

3
Ete.

VALVE INSPECTION PLATE

Jot Adjustmant

Keep cylinder and head fins
free from dirt and chefi,

CARBURETOR = Main

DRY ELEMENT
AIR CLEAMNER
Clean
per instructions on decol.

CHOKE LEVER
In CPEN pasitien

Lever down for
CLOSED Chaoke.

VARIABLE SPEED
CONTROL

GOVERMNOR 5PRING

MAGMETO BREAKER BOX

! QIL DRAIN PLUG
MAGHETO GROUMD SWITCH

Dlﬁtlit and hold
wntil engine stops.

Ml-937.2

209850C
Fig. 1

TAKE-OFF (reor} and LEFT HAMD SIDE VIEW of ENGINE
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VENT HOLE IN CAP
Keep clean.

FUEL TANK

FUEL SHUT-OFF VALYE

AND STRAINER

Remove ond clean
pericdically,

e T
ram dirt ond chaff.
TIMING POINTER

For advonce mark on flywhesl

ROPE STARTER or
MOTOR.GEMERATOR
SHEAVE FLYWHEEL SHROUD
Do not operaie engine withaut
air shrouding or with badly
dented shraud.

Fig. 2 WHEEAC
FAN END (front) ond RIGHT HAND SIDE VIEW of ENGINE
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